MAPL=E TOOLS CNG TOOLING & MACHINE TOOLS ACCESSOR

ER Collets
Metric

Made of high Alloy Spring Steel
Hardened surface to 44-48 HRC
Available in metric and imperial
Accuracy < 0.0004"

Maximum gripping force with 16 jaws

ER 8 ER11 ER16 ER20 ER25 ER32

Nominal
Dia

Nominal

Nominal Nominal
Order No. Dia.

Nominal Nominal
Dia. Dia. Order No.

ey e Dia. Dia.

Order No. Order No. Order No.

1.0-05  3000-0010 1.0-05 3000-0200 1.0-05 3000-0400 1.0-05 3000-0690 1.0-05 3000-0990 20-1.0 3000-1400
1.5-1.0  3000-0020 1.5-1.0 3000-0210  2.0-1.0 3000-0410 20-10 3000-0700 20-10 3000-1000 3.0-20 3000-1410
20-1.5  3000-0030 20-15 3000-0220 3.0-20 3000-0420 3.0-20 3000-0710 3.0-20 3000-1010 4.0-3.0 3000-1420
2.5-20  3000-0040 2.5-2.0 3000-0230  4.0-3.0 3000-0430 4.0-3.0 3000-0720 4.0-3.0 3000-1020 50-4.0 3000-1430
30-25  3000-0050 3.0-25 3000-0240 5.0-4.0 3000-0440 5.0-4.0 3000-0730 5.0-4.0 3000-1030 6.0-5.0 3000-1440
35-3.0  3000-0060 35-30 3000-0250  6.0-5.0 3000-0450 6.0-5.0 3000-0740 6.0-5.0 3000-1040 70-6.0 3000-1450
40-35  3000-0070 40-35 3000-0260 7.0-6.0 3000-0460 7.0-6.0 3000-0750 7.0-6.0 3000-1050 80-7.0 3000-1460
45-40  3000-0080 4.5-40 3000-0270  80-7.0 3000-0470 8.0-7.0 3000-0760 8.0-7.0 3000-1060 9.0-80 3000-1470
50-45  3000-0090 50-45 3000-0280  9.0-8.0 3000-0480 9.0-80 3000-0770 9.0-8.0 3000-1070 10.0-9.0 3000-1480

5.5-5.0 3000-0290  10.0-90  3000-0490 100-90  3000-0780  10.0-9.0 3000-1080 11.0-10.0 3000-1490

6.0-5.5 3000-0300 11.0-10.0  3000-0790  11.0-100  3000-1090 120-11.0 3000-1500
6.5-6.0 3000-0310 120-11.0  3000-0800  12.0-11.0  3000-1100 13.0-120 3000-1510
7.0-6.5 3000-0320 13.0-120  3000-0810  13.0-120  3000-1110 140-13.0 3000-1520

140-13.0  3000-1120 15.0-14.0 3000-1530
150-140  3000-1130 16.0-15.0 3000-1540
16.0-15.0 ~ 3000-1140 17.0-16.0 3000-1550
18.0-17.0 3000-1560
19.0-18.0 3000-1570
20.0-19.0 3000-1580

ER40

Noginanal Order No.
3.0-20 3000-1800
4.0-3.0 3000-1810
5.0-4.0 3000-1820
6.0-5.0 3000-1830
7.0-6.0 3000-1840
8.0-7.0 3000-1850
9.0-8.0 3000-1860
10.0-9.0 3000-1870

11.0-100  3000-1880

12.0-11.0  3000-1890

13.0-120  3000-1900

14.0-13.0  3000-1910

15.0-140  3000-1920

16.0-150  3000-1930

17.0-160  3000-1940

18.0-170  3000-1950

19.0-180  3000-1960

20.0-190  3000-1970

21.0-200  3000-1980

22.0-21.0  3000-1990

23.0-220  3000-2000

24.0-230  3000-2010

25.0-240  3000-2020

26.0-250  3000-2030
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MAPL= TOOLS CNC TOOLING &

\C ) —
Sealed ER Collets
Imperial
Made of high Alloy Spring Steel
Hardened surface to 44-48 HRC
Available in metric and imperial
Accuracy < 0.0004"
ER11 ER16 ER20 ER25 ER32 ER40
Nominal Nominal Nominal Nominal Nominal Nominal
Dia Order No. Dia. Order No. Dia. Order No. Dia. Order No. Dia. Order No. Dia. Order No.
1/16 3010-0110 1/16 3010-0500 3/32 3010-0820 3/32 3010-1150 1/8 3010-1585 1/8 3010-2040
3/32 3010-0120 3/32 3010-0510 1/8 3010-0830 1/8 3010-1160 5/32 3010-1590 5/32 3010-2045
1/8 3010-0130 1/8 3010-0520 5/32 3010-0840 5/32 3010-1170 3/16 3010-1600 3/16 3010-2050
5/32 3010-0140 5/32 3010-0530 3/16 3010-0850 3/16 3010-1180 7/32 3010-1610 7/32 3010-2060
3/16 3010-0150 3/16 3010-0540 7/32 3010-0860 7/32 3010-1190 1/4 3010-1620 1/4 3010-2070
7/32 3010-0160 7/32 3010-0550 1/4 3010-0870 1/4 3010-1200 9/32 3010-1630 9/32 3010-2075
1/4 3010-0170 1/4 3010-0560 9/32 3010-0880 9/32 3010-1210 5/16 3010-1640 5/16 3010-2080
9/32 3010-0570 5/16 3010-0890 5/16 3010-1220 11/32 3010-1650 11/32 3010-2090
5/16 3010-0580 11/32 3010-0900 11/32 3010-1230 3/8 3010-1660 3/8 3010-2100
11/32 3010-0590 3/8 3010-0910 3/8 3010-1240 13/32 3010-1670 13/32 3010-2110
3/8 3010-0600 13/32 3010-0920 13/32 3010-1250 7/16 3010-1680 7/16 3010-2120
7/16 3010-0930 7/16 3010-1260 15/32 3010-1690 15/32 3010-2125
15/32 3010-0940 15/32 3010-1270 1/2 3010-1700 1/2 3010-2130
172 3010-0950 1/2 3010-1280 17/32 3010-1710 17/32 3010-2140

17/32 3010-1290 9/16 3010-1720 9/16 3010-2150
9/16 3010-1300 19/32 3010-1730 19/32 3010-2155
19/32 3010-1310 5/8 3010-1740 5/8 3010-2160
5/8 3010-1320 21/32 3010-1750 21/32 3010-2170
11/16 3010-1760 11/16 3010-2180

23/32 3010-1770 23/32 3010-2185

3/4 3010-1780 3/4 3010-2190

25/32 3010-2200

13/16 3010-2210

27/32 3010-2220

7/8 3010-2230

15/16 3010-2240

31/32 3010-2250

1 3010-2260
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MAPL= TOOLS B

Sealed ER Collets
Metric

Made of high Alloy Spring Steel
Hardened surface to 44-48 HRC
Available in metric and imperial
Accuracy < 0.0004"

ER 8 ER11 ER16 ER20 ER25 ER32

Nominal
Dia

Nominal
Dia.

Nominal
Dia.

Nominal
Dia.

Nominal
Dia.

Nominal

Order No. Dia.

Order No. Order No. Order No. Order No. Order No.

10-05  3010-0010 10-05 3010-0200 1.0-05 3010-0400 1.0-0.5 3010-0690 1.0-05 3010-0990 20-1.0 3010-1400
1.5-1.0  3010-0020 1.5-1.0 3010-0210 20-1.0 3010-0410 20-1.0 3010-0700 20-10 3010-1000 3.0-20 3010-1410
20-15 3010-0030  20-15 3010-0220 3.0-20 3010-0420 3.0-20 3010-0710 3.0-20 3010-1010 4.0-3.0 3010-1420
25-20  3010-0040  25-2.0 3010-0230 4.0-3.0 3010-0430 4.0-3.0 3010-0720 40-3.0 3010-1020 50-4.0 3010-1430
30-25  3010-0050  3.0-25 3010-0240 5.0-4.0 3010-0440 50-4.0 3010-0730 5.0-4.0 3010-1030 6.0-5.0 3010-1440
35-3.0 3010-0060  35-3.0 3010-0250 6.0-5.0 3010-0450 6.0-5.0 3010-0740 6.0-5.0 3010-1040 7.0-6.0 3010-1450
40-35 3010-0070  4.0-35 3010-0260 7.0-6.0 3010-0460 7.0-6.0 3010-0750 70-6.0 3010-1050 80-7.0 3010-1460
45-40 3010-0080  45-40 3010-0270 80-7.0 3010-0470 8.0-7.0 3010-0760 80-7.0 3010-1060 9.0-8.0 3010-1470
50-45 3010-0090  50-45 3010-0280 9.0-8.0 3010-0480 9.0-8.0 3010-0770 9.0-8.0 3010-1070 10.0-90 3010-1480

5.5-5.0 3010-0290  10.0-90  3010-0490 10.0-9.0 3010-0780  10.0-90 3010-1080  11.0-10.0 3010-1490

6.0-5.5 3010-0300 110-100  3010-0790  11.0-100  3010-1090  120-11.0 3010-1500
6.5-6.0 3010-0310 120-11.0  3010-0800  120-11.0  3010-1100  13.0-120 3010-1510
7.0-6.5 3010-0320 130-120  3010-0810  13.0-120  3010-1110  14.0-13.0 3010-1520

140-130  3010-1120  15.0-140 3010-1530
150-140  3010-1130  16.0-150 3010-1540
160-150  3010-1140  17.0-160 3010-1550
18.0-17.0 3010-1560
19.0-18.0 3010-1570
20.0-19.0 3010-1580

ER40

Noginanal Order No.
3.0-20 3010-1800
4.0-3.0 3010-1810
5.0-4.0 3010-1820
6.0-5.0 3010-1830
7.0-6.0 3010-1840
8.0-7.0 3010-1850
9.0-8.0 3010-1860
10.0-9.0 3010-1870
11.0-100  3010-1880
120-11.0  3010-1890
13.0-120  3010-1900

14.0-13.0  3010-1910

15.0-140  3010-1920

16.0-150  3010-1930

17.0-160  3010-1940

18.0-170  3010-1950

19.0-180  3010-1960

20.0-190  3010-1970

21.0-200  3010-1980

22.0-21.0  3010-1990

23.0-220  3010-2000

24.0-230  3010-2010

25.0-240  3010-2020

26.0-250  3010-2030

vwwwwy,mapletools.ca | 57

[}
wvy
B 3
T3
5
Q<
=
(e}
5 o
Sy
o C
I =
o 5
2=




MAPL= TOOLS CNC TOOLING &

) —
. . . [l
ER Rigid Tapping Collets ; £
With Square Drive
For ANSI and DIN371/376 Metric Taps 3 ¥
EI 5 —_D-—
S S
ANSI Shanks Metric DIN Shanks
e ER20 ER32 e ER20 ER32
Tap Size Shank Sc;rjgre Tap Size Shank Sgsgre
(inch) Diamater : Order No. Order No. (inch) Diamater : Order No. Order No.
D (inchy S (nch) D (inchy ° (nch)
0-#6,1/8,M3 0.141 0.110 3400-0300 3400-0500 M1-MI8 2500 2.100 3400-0400 -
#8,5/32, M4 0.168 0.131 3400-0310 3400-0510 M2-M25 2800 2.100 3400-0410 -
#10,3/16,M5 0.194 0.152 3400-0320 3400-0520 M3 3,500 2.700 3400-0420  3400-0710
#12 0.220 0.165 3400-0330 3400-0530 M4 4500 3400 3400-0430  3400-0720
#14,1/4, M6 0.255 0.191 3400-0340 3400-0540 M5 -M6 6.000 4,900 3400-0440  3400-0730
5/16, M7, M8 0318 0238 3400-0350 3400-0550 M8 8.000 6200 3400-0450  3400-0740
3/8 0381 0286 3400-0360 3400-0590 M10 10.000 8000 3400-0460  3400-0750
7/16,M10 0323 0242 3400-0370 3400-0560 M12 9.000 7.000 3400-0470  3400-0800
1/2,M12 0367 0.275 3400-0380 3400-0580 M14 11.000 9.000 3400-0810
9/16 0429 0322 3400-0390 3400-0600 M16 12,000 9.000 3400-0820
5/8,M16 0.480 036 3400-0610 M18 14000  11.000 3400-0830
3/4 0590 0442 3400-0620 M20 16000 12000 3400-0840
NPT 1/8 0438 0328 3400-0630 M22-M24 18000 14500 3400-0850
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MAPL= TOOLS

CNC TOOLING & MACHINE TOOLS ACCESSORIES s

ER Collet Sets

Made of special Alloy Spring Steel

Hardened to 44-48 HRC

Accuracy < 0.0004"

Maximum gripping force with 16 jaws

ER8 & ER11 collapse by 0.020" (0.5mm)

ER16 through ER40 collapse by 0.040" (1mm)

ﬁ

Order No. ER Set of Sizes

3001-1010 ER8 9 Collets 1,15,2,25,3,35,4,45 5mm

3001-0031 ER11 13 Collets 1,15,2, 25, 3,35,4,45,5,55,6,6.5,7mm

3001-0040 ER16 11 Collets 1/16,3/32,1/8,5/32,3/16,7/32,1/4,9/32,5/16, 11/32,3/8

3001-0050 ER16 10 Collets 1,2,3,4,5,6,7,8,9,10 mm

3001-0060 ER20 14 Collets 3/32,1/8,5/32,3/16,7/32,1/4,9/32,5/16,11/32,3/8,13/32,7/16,15/32,1/2

3001-0070 ER20 13 Collets 1,2,3,4,5,6,7,8,9,10,11,12,13mm

3001-0080 ER25 18 Collets 3/32,1/8,5/32,3/16,7/32,1/4,9/32,5/16,11/32,3/8, 13/32,7/16, 15/32,1/2,17/32,9/16,19/32, 5/8
3001-0090 ER25 15 Collets 2,3,4,56,7,8,9,10,11,12,13,14,15, 16 mm

3001-0100 ER32 20 Collets %22321/46‘ 7/32,1/4,9/32,5/16,11/32,3/8,13/32,7/16,15/32,1/2,17/32,9/16,19/32,5/8, 21/32, 11/16,
3001-0110 ER32 18 Collets 3,4,5,6,7,8,9,11,12,13,14,15,16,17,18,19, 20mm

1/8,3/16,7/32,1/4,5/16,11/32,3/8,13/32,7/16,1/2,17/32,9/16,19/32,5/8,21/32,11/16, 3/4, 25/32,13/16,

3001-0120 ER40 23 Collets 27/32,7/8,15/16,31/32,1"

3001-0130 ER40 23 Collets 3,4,56,7,8911,12,13,14,15,16,17,18, 19,20, 21, 22, 23, 24, 25, 26mm
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MAPL= TOOLS ONG TOOLING & MACHINE TOOLS ACC

Collet Holders and COLLETS SETS

Collets made of high alloy spring steel
Hardened to 44-48 HRC

Accuracy of the Collets < 0.0004"

Collet Holders balanced G2.5 at 20,000RPM
Each set includes full range of Collets,

a Collet Holder and a Wrench

Collets collapse by 0.040" (1mm)

Order No. Taper ER Type Range Gauge Length System Number of Collets Weight
3003-0100 CAT40 ER16 1/16-3/8 2.760 Imperial 11 397Ib
3003-0110 CAT40 ER20 3/32-1/2 2.760 Imperial 14 4.64lb
3003-0120 CAT40 ER25 3/32-5/8 2.760 Imperial 18 7.51b
3003-0130 CAT40 ER32 3/32-3/4 2.760 Imperial 12 7.73lb
3003-0140 CAT40 ER32 5/32-3/4 2.760 Imperial 20 106lb
3003-0160 CAT40 ER40 1/8-1" 2.760 Imperial 15 13.25Ib
3003-0170 CAT40 ER40 1/8-1" 2.760 Imperial 23 17.44lb
3003-0150 CAT40 ER32 3-20mm 2.760 Metric 18 106lb
3003-0180 CAT40 ER40 4-26mm 2.760 Metric 23 17.441b
3003-0190 CAT50 ER16 1/16-3/8 2.760 Imperial 11 9.05lb
3003-0200 CAT50 ER20 3/32-1/2 2.760 Imperial 14 9.711b
3003-0210 CAT50 ER25 3/32-5/8 2.760 Imperial 18 11.48lb
3003-0220 CAT50 ER32 3/32-3/4 2.760 Imperial 12 12.58Ib
3003-0230 CAT50 ER32 5/32-3/4 2.760 Imperial 20 14.79Ib
3003-0240 CAT50 ER40 1/8-1" 2.760 Imperial 15 17.66lb
3003-0250 CAT50 ER40 1/8-1" 2.760 Imperial 23 24.28lb
3003-0070 BT40 ER32 5/32-3/4 2.760 Imperial 20 10.6lb
3003-0090 BT40 ER40 1/8-1" 2.760 Imperial 23 17.22Ib
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MAPL= TOOLS

ER Collet Holders
CAT Shanks

Made of Special Alloy Steel

Hardened to 58-62 HRC

All Critical surfaces are precisely ground
Dynamically balanced G2.5 at 20,000RPM
Taper to taper runout < 0.0002"

Coolant Through Spindle

1w
&

Mini Nut Hexed Nut Slotted Nut -
Order No. Shank Collet Nut Type L D B Weight
3004-0590 CAT40 ERM1 Hexed 2.760 0.750 5/8-11 2.32Ib
3004-0600 CAT40 ER11 Hexed 4.000 0.750 5/8-11 2491b
3004-1630 CAT40 ER16 Mini 5.000 0.870 5/8-11 2.63lb
3004-0610 CAT40 ER16 Hexed 2.760 1.100 5/8-11 242Ib
3004-0620 CAT40 ER16 Hexed 4.000 1.100 5/8-11 2.56lb
3004-0640 CAT40 ER16 Hexed 6.000 1.100 5/8-11 3.08lb
3004-1730 CAT40 ER20 Mini 5.000 1.100 5/8-11 2.73Ib
3004-0710 CAT40 ER20 Hexed 2.760 1.340 5/8-11 2.46lb
3004-0720 CAT40 ER20 Hexed 4.000 1.340 5/8-11 29Ib
3004-0730 CAT40 ER20 Hexed 5.000 1.340 5/8-11 3.11b
3004-0740 CAT40 ER20 Hexed 6.000 1.340 5/8-11 3.72Ib
3004-0810 CAT40 ER25 Slotted 2.760 1.650 5/8-11 2.45Ib
3004-0820 CAT40 ER25 Slotted 4.000 1.650 5/8-11 2.541b
3004-0910 CAT40 ER32 Slotted 2.760 1.970 5/8-11 2.58Ib
3004-0920 CAT40 ER32 Slotted 4.000 1.970 5/8-11 3.35lb
3004-0940 CAT40 ER32 Slotted 6.000 1.970 5/8-11 7.11b
3004-1010 CAT40 ER40 Slotted 2.760 2480 5/8-11 2.68lb
3004-1020 CAT40 ER40 Slotted 4.000 2480 5/8-11 44lb
3004-1110 CAT50 ER16 Hexed 2.760 1.100 1"-8 6.47Ib
3004-1120 CAT50 ER16 Hexed 4.000 1.100 1"-8 6.35Ib
3004-1210 CAT50 ER20 Hexed 2.760 1.340 1"-8 6.591b
3004-1220 CAT50 ER20 Hexed 4.000 1.340 1"-8 7.01lb
3004-1310 CAT50 ER25 Slotted 2.760 1.650 1"-8 6.76lb
3004-1320 CAT50 ER25 Slotted 4.000 1.650 1"-8 742lb
3004-1410 CAT50 ER32 Slotted 2.760 1.970 1"-8 6.98Ib
3004-1420 CATS0 ER32 Slotted 4.000 1.970 1"-8 7.94lb
3004-1440 CAT50 ER32 Slotted 6.000 1.970 1"-8 9.21lb
3004-1510 CAT50 ER40 Slotted 2.760 2480 1'-8 7.26lb
3004-1520 CAT50 ER40 Slotted 4.000 2480 1"-8 8.591b
3004-1540 CAT50 ER40 Slotted 6.000 2.480 1"-8 9.54lb
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MAPL= TOOLS

ER Collet Chucks

BT Shanks —

Made of Special Alloy Steel

Hardened to 58-62 HRC

Dynamically balanced G2.5 at 20,000RPM L

Taper to taper runout < 0.0002" |

All critical surfaces are precisely ground

Coolant Through Spindle

B
Order No. Taper Collet Nut Type L D B Weight
3004-0010 BT30 ER16 Hexed 2.760 1.100 M12x1.75 1.25Ib
3004-0011 BT30 ER16 Hexed 4,000 1.100 M12x1.75 1.531b
3004-0020 BT30 ER20 Hexed 2.760 1.340 M12x1.75 1.43lb
3004-0021 BT30 ER20 Hexed 4,000 1.340 M12x1.75 1.891b
3004-0030 BT30 ER25 Slotted 2.760 1.650 M12x1.75 1.571b
3004-0031 BT30 ER25 Slotted 4.000 1.650 M12x1.75 2.23Ib
3004-0040 BT30 ER32 Slotted 2.760 1.970 M12x1.75 1.65Ib
3004-0041 BT30 ER32 Slotted 4.000 1.970 M12x1.75 2.27Ib
3004-0100 BT40 ERT1 Hexed 4.000 0.750 M16x2.0 2.26lb
3004-0102 BT40 ERT1 Mini 4.000 0.630 M16x2.0 2.36lb
3004-0106 BT40 ER16 Mini 4.000 0.710 M16x2.0 2.56lb
3004-0110 BT40 ER16 Hexed 2.750 1.100 M16x2.0 2.27Ib
3004-0120 BT40 ER16 Hexed 4.000 1.100 M16x2.0 2.56lb
3004-0210 BT40 ER20 Hexed 2.760 1.340 M16x2.0 246lb
3004-0220 BT40 ER20 Hexed 4.000 1.340 M16x2.0 29lb
3004-0310 BT40 ER25 Slotted 2.760 1.650 M16x2.0 3.15lb
3004-0410 BT40 ER32 Slotted 2.760 1.970 M16x2.0 3.46lb
3004-0420 BT40 ER32 Slotted 4.000 1.970 M16x2.0 3.67Ib
3004-0510 BT40 ER40 Slotted 3.150 2.480 M16x2.0 3.53b
3004-0520 BT40 ER40 Slotted 4.000 2.480 M16x2.0 4.71b
- D -—

HSK ER Collet Chucks @

Made of Special Alloy Steel

Hardened to 58-62 HRC L

Dynamically balanced G2.5 at 20,000RPM T

Taper to taper runout < 0.0002"

All critical surfaces are precisely ground

Coolant Through Spindle 10

Order No. Taper Collet Nut Type L D Collet range Weight

3217-1000 HSK63A ER16 Hexed 4.000 1.100 1/16-3/8 2.12Ib
3217-1020 HSK63A ER20 Hexed 4,000 1.340 3/32-1/2 2.36lb
3217-1040 HSK63A ER25 Slotted 4.000 1.650 3/32-5/8 2.671b
3217-1060 HSK63A ER32 Slotted 4,000 1.970 3/32-3/4 2.96lb
3217-1100 HSK100A ER16 Hexed 4.000 1.100 1/16-3/8 5.24lb
3217-1160 HSK100A ER32 Slotted 4.000 1.970 3/32-3/4 6.32lb
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MAPL= TOOLS

CNC TOOLING & MACHINE TOOLS
Straight Shank ER Collet Chuck Extensions
Made of special Alloy Steel
Hardened to 58-62 HRC
Shank to Taper runout < 0.0002"
All critical surfaces are ground
- D1?Mli_|- ==a TR - S o
- i1 1) ] =
Mini Nut g !
i L1 —
'
i — ( |
' 2 — | |
Hexed Nut L I J_ L (<) - 1
-
= o
| D1 Ml - - — = D
e V. ||
Slotted Nut L1 L b‘._'
Order No. D1 L1 L D Collet Nut type Shank Type M
3003-0295 3/8 6.000 1.62 0470 ER8 Mini Plain Blind Hole
3003-0297 172 8.000 1.700 0.630 ER11 Mini Plain Blind Hole
3003-0301 5/8 5.000 1.700 0.630 ERT1 Mini Plain Blind Hole
3003-0320 3/4 4.000 1.960 0.870 ER16 Mini Plain 3/8-16
3003-0330 3/4 8.000 1.960 0.870 ER16 Mini Plain Thru Hole
3003-0340 3/4 4.000 1.960 1.100 ER20 Mini Plain 3/8-16
3003-0350 3/4 8.000 1.960 1.100 ER20 Mini Plain Thru Hole
3003-0351 1.000 5.000 1.960 1.100 ER20 Mini Flat Thru Hole
3003-0401 5/8 5.000 1.700 0.750 ER11 Hexed Plain Thru Hole
3003-0410 5/8 4,000 1.960 1.100 ER16 Hexed Plain 3/8-16
3003-0420 3/4 4.000 1.960 1.100 ER16 Hexed Plain 3/8-16
3003-0421 3/4 5.000 1.960 1.100 ER16 Hexed Flat Thru Hole
3003-0431 1.000 5.000 1.960 1.100 ER16 Hexed Flat Thru Hole
3003-0440 3/4 4,000 1.960 1.340 ER20 Hexed Plain 3/8-16
3003-0451 1.000 5.000 1.960 1.340 ER20 Hexed Flat 3/8-16
3003-0500 1.000 4,000 1.960 1.650 ER25 Slotted Flat 3/8-16
3003-0501 1.000 5.000 1.960 1.650 ER25 Slotted Flat Thru Hole
3003-0502 1.000 6.000 1.960 1.650 ER25 Slotted Flat 3/8-16
3003-0510 1.000 5.000 1.960 1.970 ER32 Slotted Flat Thru Hole
3003-0520 1-1/4 5.000 2.150 2.480 ER40 Slotted Flat Thru Hole
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ER Nuts
Mini type Hexed type Slotted type

Order No. Designation Type D L Thread M Weight
3005-0010 ER8M Nut Mini 0470 0430 M10x0.75 20g
3005-0020 ERTTM Nut Mini 0.630 0470 M13x0.75 259
3005-0030 ER16M Nut Mini 0.870 0.710 M19x1.0 30g
3005-0040 ER20M Nut Mini 1.100 0.750 M24x1.0 409
3005-0060 ERTTH Nut Hexed 0.750 0.440 M14x0.75 409
3005-0070 ERT6H Nut Hexed 1.100 0.690 M22x1.5 50g
3005-0080 ER20H Nut Hexed 1.340 0.750 M25x1.5 90g
3005-0090 ER25UM Nut Slotted 1.650 0.790 M32x1.5 130g
3005-0100 ER32UM Nut Slotted 1.970 0.890 M40x1.5 160g
3005-0110 ER40UM Nut Slotted 2.480 1.000 M50x1.5 2409

ER Wrenches

|l g
)
e
|
S,

Order No. Designation Type B L Weight
3006-0010 ER8M Wrench Mini 0.370 2.950 409
3006-0020 ER11M Wrench Mini 0430 3.540 509
3006-0030 ER16M Wrench Mini 0.590 4.330 60g
3006-0040 ER20M Wrench Mini 0.770 4.720 80g
3006-0060 ER11H Wrench Hexed 0670 4.330 709
3006-0070 ER16H Wrench Hexed 0.980 4.720 80g
3006-0080 ER20H Wrench Hexed 1.180 5.120 100g
3006-0090 ER25UM Wrench Slotted 1.460 8.270 200g
3006-0100 ER32UM Wrench Slotted 1.770 9.840 4009
3006-0110 ER40UM Wrench Slotted 2.280 11420 540g
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Precision Power Milling Chucks

Made of Special Alloy Steel

Surface hardened to 58-62 HRC
Dynamically balanced G2.5 at 20,000RPM
Taper to bore runout < 0.0002"

High gripping power

Ideal for heavy milling application

Order No. Designation Capacity d1 d2 L1 L2 L Draw bar
3202-0310 CAT40-MC3/4 1/8-3/4 0.750 2.090 3.390 2.100 6.080 5/8-11
3202-0330 CAT40-MC1-1/4 1/4-1-1/4 1.250 2680 4.130 2.540 6.820 5/8-11
3202-0350 CAT50-MC1-1/4 1/4-1-1/4 1.250 2.680 4.130 2.890 7.380 1"-11
3202-0370 BT40-MC1-1/4 1/4-1-1/4 1.250 2.680 4.130 2.540 6.820 M16 x 2

Milling Chuck Collet C type

Made of special steel alloys
Accuracy < 0.0004"

Order No. Designation d D L
3202-0010 MC3/4-1/8 1/8 0.750 2.050
3202-0020 MC3/4-1/4 1/4 0.750 2.050
3202-0030 MC3/4-5/16 5/16 0.750 2.050
3202-0040 MC3/4-3/8 3/8 0.750 2.050
3202-0050 MC3/4-7/16 7/16 0.750 2.050
3202-0060 MC3/4-1/2 1/2 0.750 2.050
3202-0080 MC3/4-5/8 5/8 0.750 2.050
3202-0120 MC1-1/4-1/4 1/4 1.250 2.050
3202-0130 MC1-1/4-5/16 5/16 1.250 2.050
3202-0140 MC1-1/4-3/8 3/8 1.250 2.050
3202-0150 MC1-1/4-7/16 7/16 1.250 2.050
3202-0160 MC1-1/4-1/2 1/2 1.250 2.050 Order No. For Mill Chuck
3202-0180 MC1-1/4-5/8 5/8 1.250 2.050 .
32020190 MC1-1/4-3/4 34 1250 2050 EZ e e
3202-0210 MC1-1/4-1" 1" 1.250 2.050
Mill Chuck Sets
Supplied in Aluminum Case
Included in each set : one Holder, 7 Collets and a Wrench
Order No. Designation Range Included Collets Weight
3202-1300 CAT40-MC3/4 1/8-3/4 1/8,1/4,5/16,3/8,7/16,1/2,5/8 74lb
3202-1310 CAT40-MC1-1/4 1/4-1-1/4 8.7Ib
3202-1330 CAT50-MC1-1/4 1/4-1-1/4 5/16,3/8,7/16,1/2,5/8,3/4,1" 11.51b
3202-1350 BT40-MC1-1/4 1/4-1-1/4 8.9lb
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) -

Side Lock End Mill Holders

CAT Shanks

Made of special Alloy Steel I"l - i

Hardened to 58-62 HRC 1 —-£

Coolant Through spindle B O D1 D2

Balanced G2.5 at 20,000RPM i !

Taper to bore runout < 0.0002" II"

L
Metric sizes can be supplied per request
Order No. Taper D1 D2 L Overall Length Draw Bar Weight

3008-0230 CAT40 3/16 081" 25" 519" 5/8-11 137b
3008-0232 CAT40 3/16 031" 40" 6.69" 5/8-11 1.37lb
3008-0240 CAT40 1/4 081" 2.5" 5.19" 5/8-11 1.43lb
3008-0242 CAT40 1/4 081" 40" 6.69" 5/8-11 1.43lb
3008-0250 CAT40 5/16 1.00" 25" 5.19" 5/8-11 1.541b
3008-0252 CAT40 5/16 1.00" 4.0" 6.69" 5/8-11 1.54lb
3008-0260 CAT40 3/8 1.26" 25" 5.19" 5/8-11 1.87Ib
3008-0262 CAT40 3/8 1.26" 4.0" 6.69" 5/8-11 1.87lb
3008-0265 CAT40 7/16 1.25" 25" 5.19" 5/8-11 1.98Ib
3008-0267 CAT40 7/16 1.25" 40" 6.69" 5/8-11 2.641b
3008-0270 CAT40 1/2 140" 25" 5.19" 5/8-11 2.20lb
3008-0272 CAT40 1/2 140" 40" 6.69" 5/8-11 3.96lb
3008-0280 CAT40 5/8 1.60" 30" 569" 5/8-11 2.64Ib
3008-0282 CAT40 5/8 1.60" 40" 6.69" 5/8-11 3.96lb
3008-0290 CAT40 3/4 1.75" 25" 519" 5/8-11 242Ib
3008-0292 CAT40 3/4 1.75" 4.0" 6.69" 5/8-11 3.96lb
3008-0300 CAT40 7/8 2.00" 3.75" 6.44" 5/8-11 3.74lb
3008-0310 CAT40 1" 248" 4.00" 6.69" 5/8-11 4.84lb
3008-0320 CAT40 1-1/4 275" 412" 6.81" 5/8-11 5.28lb
3008-0330 CAT40 1-1/2 3.54" 47" 739" 5/8-11 6.12lb
3008-0410 CAT50 3/8 140" 2.5" 575" 1"-8 5.10lb
3008-0415 CAT50 7/16 140" 25" 5.75" 1"-8 5.30lb
3008-0420 CAT50 1/2 140" 262" 587" 1"-8 6.80Ib
3008-0430 CAT50 5/8 1.60" 3.75" 70" 1"-8 7.26lb
3008-0440 CAT50 3/4 1.75" 375" 70" 1"-8 7.48Ib
3008-0450 CAT50 7/8 2.05" 3.75" 7.0" 1"-8 7.92Ib
3008-0460 CAT50 1" 248" 40" 7.25" 1"-8 10.561b
3008-0470 CAT50 1-1/4 2.75" 4.0" 7.25" 1"-8 11.66lb
3008-0480 CAT50 1-1/2 2.75" 4.0" 7.25" 1"-8 13.28lb
3008-0490 CAT50 2" 3.75" 563" 888" 1'-8 16.50lb
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Side Lock End Mill Holders
BT Shanks

Made of special Alloy Steel
Hardened to 58-62 HRC
Coolant Through spindle
Balanced G2.5 at 20,000RPM
Taper to bore runout < 0.0002"

B = 1:EH D2

i II :
o IR

! I"l TR £ 2 0 o i
||

Metric sizes can be supplied per request

Order No. Taper D1 D2 L Overall Length Draw Bar B Weight
3008-0030 BT40 3/16 1.26" 248" 517" M16x 2.0 2.2lb
3008-0040 BT40 1/4 1.26" 248" 517" M16 x 2.0 2.2lb
3008-0050 BT40 5/16 1.26" 248" 517" M16 x 2.0 2.2lb
3008-0060 BT40 3/8 1.26" 248" 517" M16 x 2.0 2.2lb
3008-0065 BT40 7/16 1.26" 248" 517" M16 x 2.0 2.2lb
3008-0070 BT40 1/2 1.38" 248" 517" M16 x 2.0 2.2lb
3008-0080 BT40 5/8 1.60" 248" 517" M16 x 2.0 2.2Ib
3008-0090 BT40 3/4 1.75" 248" 517" M16 x 2.0 2.2lb
3008-0100 BT40 7/8 2.00" 3.54" 6.23" M16 x 2.0 3.52Ib
3008-0110 BT40 1" 248" 3.94" 6.63" M16 x 2.0 5.00lb
3008-0120 BT40 1-1/4 2.75" 412" 6.81" M16x 2.0 5.28lb
3008-0210 BT50 3/8 1.26 2.50" 5.75" M24 x 3.0 5.10lb
3008-0215 BT50 7/16 1.26 2.50" 5.75" M24 x 3.0 5.30Ib
3008-0220 BT50 1/2 1.40" 262" 587" M24 x 3.0 6.30lb
3008-0230 BT50 5/8 1.60" 3.75" 70" M24 x 3.0 7.26lb
3008-0240 BT50 3/4 1.75" 3.75" 7.0" M24 x 3.0 748lb
3008-0250 BT50 7/8 2.05" 3.75" 7.0" M24 x 3.0 7.92b
3008-0260 BT50 1" 248" 4.00" 7.25" M24 x 3.0 10.56lb
3008-0270 BT50 1-1/4 2.75" 4.00" 7.25" M24 x 3.0 11.66lb
3008-0280 BT50 1-1/2 2.75" 4.00" 7.25" M24 x 3.0 13.28Ib
3008-0290 BT50 2" 3.75" 563" 8.88" M24 x 3.0 16.50lb
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Shell Mill Holders
CAT Shanks

Made of special Alloy Steel

Hardened to 58-62 HRC

Dynamically balanced G2.5 at 20,000RPM
Taper to pilot runout < 0.0002"

Critical surfaces are precisely ground

Metric sizes can be supplied per request

Order No. Taper d D L Overall Length B Weight
3007-0210 CAT40 3/4 1.75" 20" 4.69" 5/8-11 242b
3007-0211 CAT40 3/4 175" 40" 6.69" 5/8-11 4.38lb
3007-0212 CAT40 3/4 1.75" 50" 769" 5/8-11 4.62Ib
3007-0220 CAT40 1" 2.30" 25" 519" 5/8-11 3.30lb
3007-0221 CAT40 1" 2.30" 4.0" 6.69" 5/8-11 3.60lb
3007-0222 CAT40 1" 2.30" 50" 769" 5/8-11 6.161b
3007-0230 CAT40 1-1/4 2.75" 212" 462" 5/8-11 4.18lb
3007-0240 CAT40 1-1/2 2.75" 2.50" 5.19" 5/8-11 5.06lb
3007-0310 CAT50 3/4 1.75" 1.75" 5.00" 1"-8 6.60lb
3007-0320 CAT50 1" 2.30" 2.50" 5.75" 1"-8 792lb
3007-0330 CAT50 1-1/4 2.75" 2.50" 5.75" 1"-8 8.80Ib
3007-0340 CAT50 1-1/2 2.75" 2.50" 5.75" 1"-8 9.46lb
3007-0350 CAT50 2" 435" 2.50" 575" 1"-8 10.561b
3007-0360 CAT50 2-1/2 4.90" 2.50" 5.75" 1'-8 11.66lb

Shell Mill Arbors
BT Shanks
o

Made ofspecial Alloy Steel

Hardened to 58-62 HRC '

Dynamically balanced G2.5 at 20,000RPM B ]

Taper to pilot runout < 0.0002" i L

Critical surfaces are precisely ground

T
Metric sizes can be supplied per request
Order No. Taper d D L Overall Length Draw Bar Weight

3007-0010 BT30 3/4 1.75" 1.76" 4.60" M12x1.75 1.50lb
3007-0020 BT30 1" 225" 2.5" 540" M12x1.75 2.70lb
3007-0030 BT40 3/4 1.75" 2.36" 540" M16x2.0 2.86lb
3007-0040 BT40 1" 2.30" 25" 5.19" M16x2.0 3.74lb
3007-0050 BT40 1-1/4 2.75" 236" 5.05" M16x2.0 4.84lb
3007-0060 BT40 1-1/2 2.75" 236" 5.05" M16x2.0 5.28lb
3007-0130 BT50 3/4 1.75" 1.75" 50" M24x3.0 8.58lb
3007-0140 BT50 1" 2.30" 2.36" 6.61" M24x3.0 9.02Ib
3007-0150 BT50 1-1/4 275" 2.36" 6.61" M24x3.0 9.68Ib
3007-0160 BT50 1-1/2 275" 2.36" 6.61" M24x3.0 10.341b
3007-0170 BT50 2" 435" 236" 6.61" M24x3.0 11.44lb
3007-0180 BT50 2-1/2 4.90" 2.36" 661" M24x3.0 12.32Ib
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Morse Taper Adaptors
CAT Shanks

Made of special Alloy Steel
Hardened to 58-62 HRC
Coolant Through spindle
Balanced G2.5 at 20,000RPM
Taper to Taper < 0.0002"
Critical surfaces are precisely ground

Order No. Taper Morse Taper D L Overall Length B Weight
3213-2610 CAT40 1 0.98" 1.75" 4.44" 5/8-11 2.8lb
3213-2620 CAT40 2 1.26" 2.00" 4.69" 5/8-11 3.7b
3213-2630 CAT40 3 157" 275" 544" 5/8-11 4.4lb
3213-2640 CAT40 4 1.89" 3.75" 6.44" 5/8-11 4.8lb
3213-2710 CAT50 1 1.75" 1.75" 50" 1"-8 7.0lb
3213-2720 CAT50 2 2.30" 2.30" 5.55" 1"-8 7.3lb
3213-2730 CAT50 3 248" 248" 573" 1"-8 6.9Ib
3213-2740 CAT50 4 2.75" 335" 6.6" 1"'-8 7.11b
3213-2750 CAT50 5 435" 413" 7.38" 1"-8 7.7lb
Morse Taper Adaptors
BT Shanks
Morse
Made of special Alloy Steel Tapsr
Surface hardened to 58-62 HRC |
Coolant Through spindle 1 = b
Balanced G2.5 at 20,000RPM B - +
Taper to Taper < 0.0002" + =
Critical surfaces are precisely ground
- -
Order No. Taper Morse Taper D L Overall Length B Weight
3213-2810 BT40 1 0.98" 1.75" 444" M16x2.0 2.94b
3213-2820 BT40 2 1.26" 2.00" 4.69" M16x2.0 3.8lb
3213-2830 BT40 3 157" 275" 544" M16x2.0 47lb
3213-2840 BT40 4 1.89" 3.75" 6.44" M16x2.0 5.0lb
3213-2910 BT50 1 1.75" 1.75" 5.0" M24x3.0 74lb
3213-2920 BT50 2 2.30" 2.30" 5.55" M24x3.0 7.7lb
3213-2930 BT50 3 248" 248" 573" M24x3.0 7.3lb
3213-2940 BT50 4 2.75" 335" 6.6" M24x3.0 76lb
3213-2950 BT50 5 435" 413" 7.38" M24x3.0 79b
I~
2
[}
o
o
T
v
o
=
@
[}
©
o
vy, mapletools.ca | 69 T
o
L

wvy
Q
=
o]
wv
v
U
O
o}
<<
@
8
'_
5}
=
=
O
©
=



(%]
w
5 2
T 9
_LCU
S £
=
[ o)
o ©
Oy
o
Tz
° 8
Q=

MAPL= TOOLS

CNC TOOLING & N ) —
Integrated Keyless Drill Chucks
CAT Shanks
With integrated main shaft
Extremely rigid and accurate
Spanners are sold separately
i
1
s d D
= i
I
By
Order No. Taper Capacity d D L Overall Length B Weight
3301-0750 CAT40 0.020"-0.315" 147" 29" 559" 5/8-11 2.6lb
3301-0760 CAT40 1/32-1/2 20" 40" 6.69" 5/8-11 3.2lb
3301-0770 CAT40 1/8-5/8 214" 45" 7.19" 5/8-11 3.8lb
3301-0780 CAT50 1/32-1/2 20" 40" 7.25" 1"- 8 79lb
3301-0790 CAT50 1/8-5/8 2.14" 4.5" 7.75" 1" 8 8.8lb
Integrated Keyless Drill Chucks
BT Shanks
With integrated main shaft
Extremely rigid and accurate
Spanners are sold separately
[
BI L j;ld D
1
LA
Order No. Taper Capacity d D L Overall Length B Weight
3301-0670 BT30 0.020"-0.315" 147" 29" 559" M12 X 1.75 2.2Ib
3301-0680 BT30 1/32-1/2 20" 4.0" 6.69" M12 X 1.75 2.6lb
3301-0690 BT40 1/32-1/2 20" 4.0" 6.69" M16 X 2.0 3.7lb
3301-0700 BT40 1/8-5/8 214" 45" 7.19" M16 X 2.0 4.11b
3301-0720 BT50 1/32-1/2 20" 40" 7.25" M24 X 3.0 8.3lb
3301-0730 BT50 1/8-5/8 2.14" 45" 7.75" M24 X 3.0 9.1lb

Spanner For Integrated Keyless Drill Chucks

Order No.
3202-3110
3202-3120
3202-3130

Suitable for Drill Chuck
0.020"-0.315"
1/32-1/2
1/8-5/8
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Pull Studs (Retention Knobs) L
- L1
All critical surfaces are ground I 1 @0
and hardened for maximum longevity | B
1 @3
ad2 i
1
1|
T
. ¥
a* - |
Order No. For a L1 L2 L D d1 d2 d3 Thread T Coolant Thru
3015-0240 CAT40 45° 1.263 0.988 2.250 0.905 0.590 0.393 0.636 5/8-11 Y
3015-0250 CAT40 45° 1.263 0.988 2.250 0.905 0.590 0.393 0.636 M16 N
3015-0260 CAT40 60° 1.263 0.988 2.250 0.906 0.590 0.393 N/A 5/8-11 Y
3015-0270 CAT40 60° 1.263 0.988 2250 0.906 0.590 0.393 0.636 M16 N
3015-0320 CAT50 45° 1.771 1.384 3.094 1430 0.906 0.669 N/A 1"-8 N
3015-0321 CAT50 45° 1.771 1.384 3.094 1430 0.906 0.669 N/A 1"-8 Y
3015-0330 CAT50 60° 1.771 1.384 3.094 1430 0.906 0.669 N/A 1"-8 N
3015-0080 BT30 45° 0.903 0.709 1.690 0.650 0431 0274 0492 M12 N
3015-0120 BT40 60° 1.360 1.101 2.360 0.906 0.589 0.392 0.669 M16 N
3015-0030 BT40 45° 1378 1.101 2.360 0.906 0.591 0.392 0.669 M16 Y
3015-0040 BT40 60° 1378 1.101 2.360 0.906 0.591 0.392 0.669 M16 Y
3015-0130 BTS0 45° 1.772 1.378 3.350 1430 0.906 0.669 0.984 M24 Y
Pull Stud for ANSI Machines PEEET
L L2 _| 8D
All critical surfaces are ground @dz2 1
and hardened for maximum longevity i L
@d1
T
a° i
Order No. For a L1 L2 L D d1 d2 Thread T Coolant Thru
3015-0230 CAT40 45° 0.638 0.440 1.500 0937 0.740 0.490 5/8-11 Y
3015-0310 CAT50 45° 1.000 0.700 2299 1417 1.140 0.819 1"-8 Y
P i
Pull Studs for MAZAK Machines '
All critical surfaces are ground
and hardened for maximum longevity
Order No. For a L1 L2 L D d1 d2 d3 Thread T Coolant Thru
3015-0079 CAT40 45° 0.634 0.490 1.736 0910 0.740 0490 0.640 M16 Y
3015-0078 BT40 45° 0.752 0.551 1.736 0910 0.740 0490 0.669 M16 Y
3015-0077 BT50 45° 0.992 0.692 2.567 1420 1.140 0.820 0.989 M24 Y
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Pull Studs DIN69872
CAT40/SK40

All critical surfaces are ground
and hardened for maximum longevity

)

D1
1
Order No. For L L1 L2 D d1 d3 Thread T Coolant Thru
3015-0291 CAT40 2.120 1.024 0.787 0.900 0.748 0.549 0.640 5/8-11 Y
3015-0290 SK40 2.120 1.024 0.787 0.900 0.748 0.549 0.670 M16 Y
Pull Studs JIS 6339B - -
BT40 il
I
All critical surfaces are ground A
and hardened for maximum longevity ﬂdi! K =
|
L]
15
Order No. For L L1 L2 D d1 d2 d3 Thread T Coolant Thru
3015-1110 BT40 2.129 1.024 0.905 0.9055 0.748 0.551 0.669 M16 Y

Tool Holder Tightening Fixtures

Compact design for horizontal and Vertical mount
Can be mounted on the work table and Tool Holder Cart.
The ground taper surface is protected to hold the holders safely

Order No. Suitable for Dimensions Weight
3020-0010 BT30 6.9"x3.2"x4" 39b
3020-0020 BT40 8.1'x3.9"x5.0" 6.3Ib
3020-0030 CAT40 8.1"x3.9"x5.0" 6.8Ib
3020-0040 CAT50 10.8"x5.9"x7.8" 15.8lb
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Synchro(Floating) ER Tap Collet Holders

Taper to Taper Accuracy < 0.0004"
Requires ER Collets
Balanced G2.5 @ 20,000RPM

_-_\_‘——-_
page: 71,72 58 64
Order No. Taper Collet Tapping Range D L1 L Draw Bar Weight
3404-0220 CAT40 ER20 1/8-9/16 1.34" 3.84" 649" 5/8-11 3.0lb
3404-0240 CAT40 ER32 1/8-7/8 1.97" 3.84" 649" 5/8-11 3.2Ib
3404-0260 CAT50 ER32 1/8-7/8 197" 3.94" 8.66" 1"-8 8.6lb
3404-0270 BT30 ER32 1/8-7/8 1.97" 3.84" 5.60" M12x1.75 240lb
3404-0280 BT40 ER32 1/8-7/8 1.97" 3.84" 6.49" M16x2.0 34lb
Straight Shank Synchro(Floating) ER Tap Collet Holders
Lz L1

Compression/Tension control ¥
Uses ER Collets of——J-{= b

LI

Made in Taiwan page: 54,55 64
Order No. Designation Collet Tapping Range D d L1 L2 Weight
3404-043 VET-202 ER20 1/8-5/8 34mm 20mm 70mm 80mm 2.2lb
3404-044 VET-252 ER20 1/8-5/8 34mm 25mm 70mm 80mm 26lb
3404-045 VET-303 ER32 1/8-1" 50mm 32mm 90mm 100mm 44lb

Straight Shank Synchro(Floating) ER Tap Collet Holders

L2 L1

Rigid Tapping with compresson control —_— \ ( i
Uses ER Collets { . -|-I_ = 1| o
L

page: 58 64
Order No. Collet Tapping Range D D1 L1 L2 Weight
3404-0420 ER20 1/8-9/16 1.34" 3/4 421" 2.76" 2.2lb
3404-0430 ER20 1/8-9/16 1.34" 1" 421" 2.76" 26lb
3404-0460 ER32 1/8-7/8 1.97" 1" 433" 2.76" 4.4lb
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MAPL= TOOLS ONG TOOLING & MACHINE TOOLS ACC

Quick Change Tap Collet Holders

Tension & compression control
Smooth stroke under any torque load
Interchangeble with BILZ Quick Change Holders and Collets

Made in Taiwan

Order No. Designation System # Tapping Range Gage Length Draw Bar Weight
3404-051 SK40-WF12 1 0-9/16 (M1 - M14) 295" M16x2.0 2.86lb -
3404-052 SK40-WF20 2 5/16-7/8 (M8 - M22) 3.70" M16x2.0 3.96lb
3404-050A BT30-WF12 1 0-9/16 (M1 - M14) 2.75" M12x1.75 1.76lb
3404-050 BT40-WF12 1 0-9/16 (M1 -M14) 295" M16x2.0 3.96lb
3404-052 BT40-WF20 2 5/16-7/8 (M8 - M22) 3.70" M16x2.0 3.96lb Page : 77, 78

Morse Taper Quick Change Rigid Tap Collet Holders

Rigid Tapping Chucks
Interchangeble with BILZ Quick Change Holders and Collets

Made in Taiwan

Order No. Designation Tapping Range Mors Taper Weight
3404-120 MT2-SF12 0-9/16 (M1 -M14) MT2 0.66lb
3404-120A MT3-SF12 0-9/16 (M1 -M14) MT3 1.76lb
3404-120B MT4-SF12 0-9/16 (M1 - M14) MT4 1.98Ib
3404-121 MT3-SF20 5/16-7/8 (M8 - M22) MT3 1.98Ib
3404-121B MT4-SF20 5/16-7/8 (M8 - M22) MT4 2.6lb
3404-122A MT3-SF33 9/16 - 1-3/8 (M14 - M36) MT3 4.84lb
3404-122 MT4-SF33 9/16 - 1-3/8 (M14 - M36) MT4 4.97Ib

Morse Taper Tap Collet Holders

Tension and Compression control
Interchangeble with BILZ Quick Change Holders and Collets

Made in Taiwan

Order No. Designation Tapping Range Morse Taper Weight
3404-123 MT2-WF12 0-9/16 (M1-M14) MT2 0.88Ib
3404-123A MT3-WF12 0-9/16 (M1 - M14) MT3 1.23lb
3404-123B MT4-WF12 0-9/16" (M1 - M14) MT4 1.90Ib
3404-124A MT3-WF20 5/16-7/8 (M8 - M22) MT3 2.11lb
3404-124B MT4-WF20 5/16 -7/8 (M8 - M22) MT4 3.30lb
3404-125A MT3-WF33 9/16 - 1-3/8(M14 - M36) MT3 5.70lb
3404-125 MT4-WF33 9/16 - 1-3/8(M14 - M36) MT4 6.071b

Straight Shank Quick Change Rigid Tap Collet Holders

Rigid Tapping Chucks
Interchangeble with BILZ Quick Change Chucks and Collets

Made in Taiwan

Order No. Designation Tapping Range Shank Dia. x Length Weight
3404-140 ST20-SF12 0-9/16 (M1 - M14) @ 20mm x 70mm 0.661b
3404-141 ST20-SF20 5/16-7/8 (M8 - M22) @ 20mm x 70mm 1.631b
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MAPL= TOOLS

Quick Change Tap Collet Holders

Tension & compression Control
Compatible with BILZ Style Tap Collets
Taper to bore Accuracy less than 0.0004"

page: 77,78 71,72
Order No. Taper System # Tapping Range L1 L2 D Weight
3404-0510 CAT40 1 0-9/16 (M1 -M14) 3.28" 6.18" 1.83" 3.2lb
3404-0530 CAT40 2 5/16-7/8 (M8 - M22) 548" 839" 263" 7.26lb
3404-0540 BT40 1 0-9/16 (M1- M14) 3.28" 6.18" 1.83" 34lb
3404-0550 BT40 2 5/16-7/8 (M8 - M22) 548" 8.39" 263" 7.58Ib
3404-0560 CAT50 1 0-9/16 (M1 -M14) 3.28" 8.15" 1.83" 7.3lb
3404-0570 CAT50 2 5/16-7/8 (M8 - M22) 548" 8.58" 263" 10.63Ib
3404-0580 BT50 1 0-9/16 (M1 - M14) 3.28" 8.15" 1.83" 7.5Ib
3404-0590 BT50 2 5/16 -7/8 (M8 - M22) 548" 8.58" 263" 10.871b
Straight Shank Tap Collet Holders
- Lz — L1 -
| .
Tension & compression control I
Compatible with BILZ System Tap Collets i :
™
page: 77,78
Order No. Shank Dia. System # Tap Range L1 L2 D Weight
3404-0870 3/4 1 0-9/16 (M1 -M14) 360" 2.73" 1.83" 1.4lb
3404-0880 1" 1 0-9/16 (M1 - M14) 3.60" 2.73" 1.83" 2.7Ib
3404-0890 1" 2 5/16-7/8 (M8 - M22) 548" 342" 263" 5.5lb
Straight Shank Quick Change Tap Collet Holder
- L2 — L1 .
i
Tension & compression control Tf 2
Compatible with BILZ System #1 Tap Collets I :
m
page: 77,78
Order No. Shank Dia. D1 System # Tapping Range L1 L2 D T Weight
3404-0900 1" 3/4 1 0-9/16 (M1 - M14) 338" 2.76" 1.69" M10 0.70lb
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MAPL= TOOLS ONG TOOLING & MACHINE TOOLS ACCFSSOR

Rigid Quick Change Tap Collet Holders

Compatible with BILZ Style Tap Collets
Taper to Taper Acc. less than 0.0004"

page:

Order No. Taper System # Tapping Range L1 L D Weight
3404-1030 CAT40 1 0-9/16 (M1 -M14) 3.19" 5.84" 1.38" 29lb
3404-1040 CAT40 2 5/16-7/8 (M8 - M22) 343" 6.08" 197" 6.3lb
3404-1050 CAT50 1 0-9/16 (M1-M14) 3.58" 771" 1.38" 94lb
3404-1060 CAT50 2 5/16-7/8 (M8 - M22) 3.82" 7.94" 197" 13.2Ib
3404-1080 BT30 1 0-9/16 (M1- M14) 2.83" 482" 1.38" 1.8Ib
3404-1100 BT40 1 0-9/16 (M1- M14) 3.19" 5.84" 1.38" 3.2lb
3404-1110 BT40 2 5/16-7/8 (M8 -M22) 343" 6.08" 1.97" 6.8Ib
3404-1120 BT50 1 0-9/16 (M1 - M14) 3.58" 771" 1.38" 9.8lb
3404-1130 BT50 2 5/16-7/8 (M8 - M22) 3.82" 7.94" 1.97" 13.71b

Straight Shank Rigid Quick Change Tap Collet Holders

L2
Compatible with BILZ Tap Collets F
1r
lje o
i
page: 77,78
Order No. D1 Collet Sys. Tapping Range L1 L2 D T Weight
3404-1110 1" #1 0-9/16 (M1 - M14) 3.60" 2.73" 1.83" M12x1.75 23lb
3404-1120 1" #2 5/16-7/8 (M8 - M22) 548" 342" 2.63" M12x1.75 3.6lb
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MAPL=E TOOLS CNC TOOLING & MACHINE TOOLS AC

Quick Change Tap Collets with Torque Overload Control
ANSI, DIN

Torque is factory-set as required for each tap size, small limit adjustment is allowed for different applications
The clutch drive system prevent broken taps

Call for sizes that are not listed below

1 @D l

L1 L2 S D
- —— -
Made in Taiwan
Order No. Tap Size S D D1 Sys. # L1 D2 L2 Weight
3404-502 M2, M2.5 2.8mm 2.1mm 0.75" 1 0.85" 1.26" 1" 0.39b
3404-503 M3 3.5mm 2.7mm 0.75" 1 0.85" 1.26" 1" 0.391b
3404-505 M4 4.5mm 34mm 0.75" 1 0.85" 1.26" 1" 0.39Ib
3404-508 M4.5, M5, M6 6mm 49mm 0.75" 1 0.85" 1.26" 1" 0.38lb
3404-509 M8 8mm 6.2mm 0.75" 1 0.85" 1.26" 1" 0.35lb
3404-510 M10 10mm 8mm 0.75" 1 0.85" 1.26" 1" 0.35lb
3404-539 M12 9mm /mm 0.75" 1 0.85" 1.26" 1" 0.35lb
3404-715 #5, #6, 1/8, M3 0.141" 0.110" 0.75" 1 0.85" 1.26" 1" 0.39b
3404-703 #8,5/32, M4 0.168" 0.131" 0.75" 1 0.85" 1.26" 1" 0.39Ib
3404-716 #10,3/16, M5 0.194" 0.152" 0.75" 1 0.85" 1.26" 1" 0.39Ib
3404-705 #12 0.220" 0.165" 0.75" 1 0.85" 1.26" 1" 0.39Ib
3404-717 #14,1/4, M6 0.255" 0.191" 0.75" 1 0.85" 1.26" 1" 0.391b
3404-718 5/16, M7, M8 0.318" 0.238" 0.75" 1 0.85" 1.26" 1" 0.38Ib
3404-719 7/16', M10 0.328" 0.242" 0.75" 1 0.85" 1.26" 1" 0.38Ib
3404-720 1/2,M12 0.367" 0.275" 0.75" 1 0.85" 1.26" 1" 0.35Ib
3404-721 3/8 0.361" 0.286" 0.75" 1 0.85" 1.26" 1" 0.35lb
3404-731 7/16, M10 0.323" 0.242" 1.22" 2 1.38" 197" 1.34" 1.2lb
3404-732 1/2,M12 0.367" 0.275" 122" 2 1.38" 197" 1.34" 12lb
3404-734 9/16, M14 0.429" 0322" 1.22" 2 1.38" 197" 1.34" 1.11b
3404-735 5/8,M16 0.480" 0.360" 1.22" 2 1.38" 197" 1.34" 1.1lb
3404-736 11/16, M18 0.542" 0406" 1.22" 2 1.38" 1.97" 1.34" 1.11b
3404-738 13/16", M20 0.652" 0489" 1.22" 2 1.38" 1.97" 1.34" 1.11b
Qucik Change Tap Collet Reducers/Adaptors Adjustable Wrenches
To set the Torque of quick change
Tapping Collets
s
L] -
(] —
Made in Taiwan
Order No. Reducer Order No. D For Tap Collets
3404-461 Sys. #2 --> Sys. #1 3404-150 0.984" Sys. #2
3404-462 Sys. #3 -> Sys. #2 3404-151 0.158" Sys. #3
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MAPL= TOOLS CNC TOOLING &

Positive Drive Tap Collets
ANSI Shanks

System #1 : D1 = 0.75"
System #2 : D1=1.22"

S D
Order No. Tap Size Tap Shank D Tap Square S D1 Sys. # Weight
3404-3010 0-#6,1/8, M3 0.141 0.110 0.75" 1 0.2Ib
3404-3020 #8,5/32, M4 0.168 0.131 0.75" 1 0.2Ib
3404-3030 #10,3/16, M5 0.194 0.152 0.75" 1 0.2Ib
3404-3040 #12 0.220 0.165 0.75" 1 0.2lb
3404-3050 #14,1/4, M6 0.255 0.191 0.75" 1 0.2Ib
3404-3060 5/16, M7, M8 0318 0.238 0.75" 1 0.2lb
3404-3070 7/16, M10 0.323 0.242 0.75" 1 0.2Ib
3404-3080 1/2,M12 0.367 0.275 0.75" 1 0.2Ib
3404-3090 3/8 0.381 0.286 0.75" 1 0.2Ib
3404-3100 9/16 0429 0322 0.75" 1 0.2lb
3404-3110 NPT 1/8 0438 0.328 0.75 1 0.2Ib
3404-3310 7/16, M10 0.323 0.242 1.22" 2 0.791b
3404-3320 1/2,M12 0.367 0.275 1.22" 2 0.791b
3404-3330 3/8 0.381 0.286 1.22" 2 0.791b
3404-3340 9/16, M14 0429 0322 1.22" 2 0.791b
3404-3350 5/8,M16 0480 0.360 1.22" 2 0.791b
3404-3360 11/16, M18 0.542 0.406 1.22" 2 0.791b
3404-3370 3/4 0.590 0442 1.22" 2 0.791b
3404-3380 13/16, M20 0.652 0489 1.22" 2 0.791b
3404-3390 7/8, M22 0.697 0.523 1.22" 2 0.79lb
Spindle Taper Wipers

Including 2 sets and disposable wipers
Made of special cotton
Replaceable Wiper

Made in Taiwan

Order No. Designation Spindle Taper Weight
3405-065 VTW-30R CAT30/BT30/ NMTB30 64"
3405-066 VTW-40R CAT40 / BT40 /NMTB40 7.0"
3405-067 VTW-50R CAT50/ BT50 /NMTB50 9.0"
3405-071 VWT-50H HSK50 6.3"
3405-072 VWT-63H HSK63 6.6"
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MAPL=E TOOLS CNG TOOLING & MACHINE TOOLS ACCESSOR

ER Collet Holders NMTB (ISA) & R8

Made of special Alloy Steel
Hardened to 58-62 HRC
All critical surfaces are precisely ground

NMTB40 R8 Morse
Order No. Taper Collet Collet Range Gauge Length Draw bar Weight
3021-3010 NMTB40 ER32 1/8 - 3/4 (3 - 20mm) 2.76" 5/8-11 242b
3021-3020 NMTB40 ER40 1/8-1"(3 - 26mm) 2.76" 5/8-11 2.86lb
3027-3010 R8 ER32 1/8 - 3/4 (3 - 20mm) 2.76" 7/16-20 1.76lb
3027-3020 R8 ER40 1/8-1"(3 - 26mm) 2.76" 7/16-20 2.86lb
3022-0100 Morse 3 ER32 1/8-3/4 (3 -20mm) 2.76" 1/2-13 2.391b
3022-0110 Morse 3 ER40 1/8-1"(3 -26mm) 2.76" 1/2-13 2.90lb
3022-0120 Morse 4 ER32 1/8-3/4 (3 - 20mm) 2.76" 5/8-11 2.671b
3022-0130 Morse 4 ER40 1/8-1"(3 - 26mm) 2.76" 5/8-11 3.15lb

Shell Mill Holders NMTB(ISA) & R8

Made of special Alloy Steel
Hardened to 58-62 HRC -
All critical surfaces are precisely ground

NMTB40 R8
Order No. Taper Arbor Dia. Gauge Length Overall Length Draw bar Weight
3212-0040 NMTB40 3/4 2.76" 644" 5/8-11 2.05lb
3212-0041 NMTB40 1" 2.76" 6.44" 5/8-11 2.641b
3212-0042 NMTB40 1-1/4 2.76" 6.44" 5/8-11 345lb
3212-0140 R8 3/4 2.76" 6.76" 7/16-20 1.98lb
3212-0141 R8 1" 2.76" 6.76" 7/16-20 2.18Ib
3212-0142 R8 1-1/4 2.76" 6.76" 7/16-20 2.85lb

Integrated Keyless Drill Chucks NMTB(ISA) & R8

Made of special Alloy Steel
Surface hardened to 58-62 HRC , ity
Shank to Taper runout < 0.0002 . ] B =
S |
Order No. Taper Capacity d D L Overall Length Draw bar Weight
3301-0390 NMTB40 1/32-1/2 1.93" 433" 8.0" 5/8-11 242lb
3301-0420 R8 1/32-1/2 1.93" 4.12" 8.12" 7/16-20 1.76lb
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